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At Canolight, we provide our customers with quality, energy-efficient
lighting solutions, and services.

With years of experience in the lighting industry and a team of skilled
professionals, we have supplied top-notch lighting equipment for a wide
range of applications, including residential, commercial, industrial,
hotels, retail shops, resorts, restaurants, cafes, facades and outdoor
spaces. We ensure our products meet all necessary approvals, safety
standards and certifications in both Canada and the United States.
Along with top-of-the-line lighting equipment, we also provide
professional lighting design services. Our expert team uses advanced
design software to calculate and simulate interior and exterior spaces
for optimal lighting solutions. A 3-D lighting design and simulation
service is also available to our customers, so they can visualize the
lighting in their space and make necessary adjustments before the
installation process begins. This ensures that our customers are fully
satisfied with the outcome.

Taking your lighting expectations to the next level is what we strive to
deliver. We believe that Canadian brightness is more than just light, it's
about living in a way that preserves our planet for our children.



LED Wall Lights



Surface Mounted LED Wall Light ‘l
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Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor IP

CL2542 10W CREE< 3000K 883Im 30~130° >80 110-220V~50Hz 0.9 @IP54

DIAM
@ Body and bracket in die-cast aluminum

® Powder coated with pretreatment for outdoor use i
e Silicone rubber gasket '
@ cETL approved

® Life time >50,000 hrs

® 3 years warranty

105 mm




Surface Mounted LED Wall Light
CL1521
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Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor IP

CL1521 15W  PHILIPS 3000K 1200Im 100° >80 110-220V~50Hz 0.97 @IP54

® Body and bracket in die-cast aluminum

@ Powder coated with pretreatment for outdoor use
o Silicone rubber gasket

® cETL approved

® Designed by Franco Pagliarini

@ Life time >50,000 hrs S
@ 3 years warranty




Surface Mounted LED Wall Light |
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Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor IP

CL2442A 4w CREE= 3000K 321Ilm 11° >80 110-220vV~50Hz 0.53 @IP54

® Body and bracket in die-cast aluminum @
@ Powder coated with pretreatment for outdoor use

@ Silicone rubber gasket

® cETL approved

@ Life time >50,000 hrs Q
@ 3 years warranty

100 mm




Surface Mounted LED Wall Light
CL1141 CL1142

Product Code Power LED Model CCT Total Flux Beam Angle CRI

Input Voltage Power Factor IP

CL1141 W CREE< 3000K 377Im
CL1142 14W CREE<+ 3000K 990Im

® Body and bracket in die-cast aluminum

® Powder coated with pretreatment for outdoor use
® Silicone rubber gasket

® cETL approved

® Designed by Franco Pagliarini

® Life time >50,000 hrs

® 3 years warranty

98° >80
98° >83

58 mm

120 mm

240 mm

110-220V~50Hz 090  Qipsa
110-220V~50Hz 090  @Qips4







Surface Mounted LED Wall Light
CL2553

Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor IP

CL2553 8w CREE< 3000K 160lm 15°/78° >80 110-220V~50Hz 0.88 @IP54

@ Body and bracket in die-cast aluminum \‘ﬁmm
@ Powder coated with pretreatment for outdoor use

@ Silicone rubber gasket
@ cETL approved

o Life time >50,000 hrs

@ 3 years warranty

173
mm




Surface Mounted LED Wall Light
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Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor [P

CL2491A ow CREE< 3000K  630im 80° >80 110-220VAC~50Hz 0.90 @IP54

@ Body and bracket in die-cast aluminum

® Powder coated with pretreatment for outdoor use ¢

@ Silicone rubber gasket V
® cETL approved

@ Life time >50,000 hrs

® 3 years warranty

220 mm

76




Surface Mounted LED Ceiling Light
CL2386

Product Code Power LED Model CCT Total Flux Beam Angle CRI Input Voltage Power Factor IP

CL2386 ™W CREE<+ 3000K 575Im 20° >80 110-220VAC~50Hz 0.53 @IP54

® Silicone rubber gasket
® cETL approved

o Life time >50,000 hrs

® 3 years warranty

y %
® Body and bracket in die-cast aluminum
@ Powder coated with pretreatment for outdoor use
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LED Landscape Lights
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LED Garden Light - 3CCT
CL-GL065-524-3CCT-BL

Product Code Input Voltage Power Lumen Color Temp IP

3CCT Adjustable, IP65

CL-GL065-524-3CCT-BL 12-24V AC/DC SW 200Im 3000K-4000K-5000K

e Die-cast aluminum housing 1

e Epoxy powder paint finishing Shade A Shade B Shaia B
e CRI >90

e Working temperature -40°C to +40°C i »6.0" | L @80 : L e |
e Life time >50,000 hrs Ra £

q
‘)
25.96
264"
285
217

e 5 years warranty

b TAT" ==
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Landscape LED Spot Light
CL-LS13-60-724-3K-BL
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Product Code Input Voltage Power Lumen Color Temp Beam Angel IP
CL-LS13-60-724-3K-BL  12-24V AC/DC W 650Im 3000K 60°/90° IP65
CL-LS13-60-724-5K-BL  12-24V AC/DC W 650Im 5000K 60°/90° IP65

e Stainless steel housing

e 180° adjustable light head

e Tempered glass lens

o Aluminum spike

e CRI >90

e Working temperature -40°C to +40°C
e Life time >50,000 hrs

® 5 years warranty

12



LED In-ground Light
CL-1G066-624-3K-BL

Product Code Input Voltage Power Lumen Color Temp Beam Angle IP
CL-IG066-624-3K-BL  12-24V AC/DC 6w 220Im 3000K 120° IP66
e Die-cast aluminum housing 3 | ©4.03° < 4,02 >|
e Epoxy powder paint finishing ‘ — E !

e CRI >90 g]:
e Working temperature -40°C to +40°C

.15
e Life time >50,000 hrs - - “ K
e 5 years warranty | @

0.35
1.38'

3.03"

3.48"

Embedded part

13



LED Deck Light ‘I ht
CL-DL025-524-3K-BL cano lg

CL-DL013-324-3K-BL Canadian Brightness

CL-DL013-324-3K-BL CL-DL025-524-3K-BL

N
3
/ N
1.89”
| 1.13”

Product Code Input Voltage Power Lumen Color Temp Beam Angle IP
CL-DL025-524-3K-BL 12-24V AC/DC 5W 300Im 3000K 120° IP65
CL-DL025-524-5K-BL 12-24V AC/DC 5W 300Im 5000K 120° IP65
CL-DL013-324-3K-BL 12-24V AC/DC 3.5W 110Im 3000K 55° IP65
CL-DL013-324-5K-BL 12-24V AC/DC 3.5W 110Im 5000K 55° IP65

e Die-cast aluminum housing

e Epoxy powder paint finishing

e CRI >90

e Working temperature -40°C to +40°C
e Life time >50,000 hrs

e 5 years warranty
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LED Hardscape Light
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CL-HS055-524-RGBCW-ORB

CL-HS045-524-3CCT-ORB

CL-HS047-724-3CCT-ORB

Product Code Input Voltage Power Lumen
CL-HS047-724-3CCT-ORB 12-24V AC/DC ™w 280Im
CL-HS045-524-3CCT-ORB 12-24V AC/DC 5W 200lm

CL-HS055-524-RGBCW-ORB 12-24V AC/DC

o Die-cast aluminum housing

o Epoxy powder paint finishing

e Stainless steel bracket

e CRI >90

e Working temperature -40°C to +40°C
o Life time >50,000 hrs

e 5 years warranty

5W

250Im

Color Temp Length Beam Angle IP

3CCT Adjustable 12 inch 120° IP65
3000K-4000K-5000K

3CCT Adjustable 7 inch o
3000K-4000K-5000K ne 120 P63
RGBCW, Appllcable 7 inch 120° P85

with Tuya app

15
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Low Voltage COB LED Strip Lights

Product Code Input Voltage  Power Lumen ColorTemp IP LED Qty CRI
CL-ST-COB-408-9-2420-3k 24VDC 9W/m 750Im/m 3000K IP20  480LED/m >80
CL-ST-COB-408-9-2420-4k 24VDC 9W/m 750Im/m 4000K IP20  480LED/m >80
CL-ST-COB-408-9-2420-5k 24\VDC 9W/m 750lm/m 5000K IP20  480LED/m >80
CL-ST-COB-408-9-2465-3k 24VDC 9W/m 750Im/m 3000K IP65 480LED/m >80
CL-ST-COB-408-9-2465-4k 24VDC 9W/m 750Im/m 4000K IP65 480LED/m >80
CL-ST-COB-408-9-2465-5k 24VDC 9W/m 750lm/m 5000K IP65 480LED/m >80

* Installation accessories are available

® 24V strip, superior performance compared to 12V strip

® cETL approved

® High quality 3M back adhesive

® Dimmable subject to appropriate power supply

® Maximum 10 meters of strips can be connected in series mode to one power supply

® No visible LED dots

® Uniform and linear light i ‘gm‘;' = I:M;))mv & o s
® Life time >50,000 hrs 8mm:

® 3years warranty e s B8



Low Voltage SMD LED Strip Lights

canoqlight

Canadian Brightness

') & —— 'i " 4 il
- N T %

Product Code Input Voltage  Power Lumen Color Temp IP LED Qty CRI
CL-ST-SMD2835-120-12-2420-3k 24VDC 12W/m  1200Im/m 3000K  IP20 120LED/m >80
CL-ST-SMD2835-120-12-2420-4k 24VDC 12W/m 1200Im/m 4000K IP20 120LED/m >80
CL-ST-SMD2835-120-12-2420-5k 24VDC 12W/m 1200Im/m 5000K IP20 120LED/m >80
CL-ST-SMD5050-60-10-2420-RGBW 24VDC 10W/m RGBW IP20 60LED/m >80
CL-ST-SMD5050-60-10-2465-RGBW 24VDC 10W/m RGBW IP65 60LED/m >80
* Installation accessories are available ST A0 B0 0230 HOEW B B

" I I =
e 1 — ) L ! O 0 ==
a3 [——1

@ 24V strip, superior performance compared to 12V sfrip c LR MR :
@ cETL approved ey "o ;B D —:f;F
« - e

@ High quality 3M back adhesive

® Dimmable subject to appropriate power supply

Sem

@ Maximum 10 meters of strips can be connected in series mode to one power supply

@ Life time >50,000 hrs
@ 3 years warranty
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High Voltage SMD LED Strip Lights

Product Code Input Voltage Power Lumen ColorTemp IP LED Qty CRI
CL-ST-SMD2835-60-6-11065-3k 110VDC 6W/m 250Im/m 3000K IP65 B60LED/m >80
CL-ST-SMD2835-60-6-11065-4k 110VDC 6W/m 250Im/m 4000K IP65 60LED/m >80
CL-ST-SMD5050-60-8-11065-RGB 110VDC 8W/m RGB IP65 60LED/m >80
* Installation accessories are available

@ Easy installation CL-ST SMD 5050 60 8 11065 RGB

@ 50 m/roll in 2835 strips i — - T

® 45 miroll in 5050 strips -l OO0 O : - 0.] O G i
@ One rectifier can run one roll of strips e ! d8em e

@ 2 years warranty

@ cETL approved
@ Unique white PVC cover outlook

@ UV resistance g

S0em
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Aluminum Profiles

CL-Alu-508 sL CL-Alu-601 SL
CL-Alu-508BL CL-Alu-613 SL
CL-Alu-509 5L CL-Alu-613 BL
CL-Alu-509 BL CL-Alu-617 SL
CL-Alu-510SL CL-Alu-632 SL
CL-Alu-510 BL CL-Alu-712A sL

|
* Dimensions are in millimeters 21



Aluminum Profiles

ccno‘light

Canadian Brightness

CL-Alu-3515 sSL CL-Alu-5515A sSL

CL-Alu-3515A sSL CL-Alu-6114 sSL

CL-Alu-4625 SL CL-Alu- 9836M WH

CL-Alu-5324 SL CL-Alu-10015 WH

CL-Alu-5515 sSL CL-Alu-10015 BL

CL-Alu-5515 BL CL-Alu-10015 CH

\\
N

o 10ft length (3 meters)

@ High quality PC cover, No yellowish outlook
® End caps are available

* Dimensions are in millimeters 22
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Dark Technology Adjustable Downlights

TDAO1-12W TDCO1-12W TDAO3-30W
TDAO02-20W TDC02-20W TDA04-35W
=3
¢120mm_:‘:'-
11111
111
i T
Bt |
Q ¢..mm
=T ) I i::','] { T !
m = m M
— — et <t
- Q = % ] = |2
j= 1 fF—.
$115mm_ e $103mmL e o o160mm. e o
e TGCO1-12W TGC02-20W
] - =
75*75mm”;_f’_‘f: | 75%75mm 7.?.7.,;'_'} . 100*100mm w[':ﬁ et
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Available Reflectors

Bmm-— .gemm

Black Silver Golden Honeycomb Beam elongator

Dark technology downlights are project-based series which are available in the following options:
@ Different wattages; 12W, 20W, 30W and 35W

® Fixture lumen output; 80 to 90 lumen per Watt

® Beam angles; 15°, 24°, 36° and 60°

® LED brands; Citizen, Osram, Philips, Luminus

@ Body color in white or black

@ Trimless and with trim finishings in round and square shapes are available

@ Reflector in three different colors; black, silver and golden

® Phase-cut and 0-10V dimmable drivers are available, Input voltage 100-277 VAC/50-60Hz
@ Color temperature; 2700K, 3000K, 4000K, 5000K, 6000K or customized CCT

@® CRI>90 or CRI>95

® UGR<13

___________________________________________________________________________________________________________________________|
24



Star Series Downlights

cono‘lighf
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TD001-12W TD002-12W TD002-2-24W
TD001-20W TD002-20W TD002-2-40W
TD001-30W TD002-30W TD002-2-60W

L&

3-1/8"3-1/8"

S
mmm@ 3-1/8"

12W

4"

=

20W 20w 4-1/274-102" 40W

4-7/8"4-7/8" 9"4-718
I

51/2"5-1/2"
30W 60w

This is a project-based series which are available in the following options:

® Single head downlights in 12W, 20W and 30W

® Double head downlights in 24W, 40W and 60W

® Fixture lumen output; 80 to 90 lumen per Watt

® Beam angles; 15°, 24° and 36°

® LED brands; Citizen, Osram, Philips, Luminus

® White housing with black or white inner ring

® Single head downlight in round or square shapes

@ Phase-cut and 0-10V dimmable drivers are available; Input voltage 100-277 VAC/50-60Hz
@® Color temperature; 2700K, 3000K, 4000K, 5000K, 6000K or customized CCT
® CRI>30 or CRI>95

® UGR<19

® 5 years warranty

_______________________________________________________________________________________________________________________|
25



Recessed LED Gimbal Lights
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Canadian Brightness

Product Code Input Voltage Power Lumen CRI Beam Angle Color Temperature Body color Size
o 5CCT . .
CL-DM-3.5-8-5CCT-WH 90-130 VAC 8W 830lm =>85 40°  5700K-3000K-3500K4000K-5000k  VVhite  3.5inch
PM_AO - g o 5CCT ; ;
CL-DM-49-5CCT-WH 90-130 VAC 9W  950lm =>85 40 2700K-3000K.3500K4000K-5000K White  4inch
MM 3 . g o 5CCT ;
CL-DM-3.5-8-5CCT-BL  90-130 VAC 8W 830lm =>85 40 2700K-3000K.3500K 4000K-5000K Black 3.5inch
- - - ) | ° 5CCT .
CL-DM-49-5CCT-BL 90-130 VAC 9W  950lm >85 40 2700K-3000K.3500K4000K-5000K Black  4inch
e Durable aluminum body 3.5” Recessed
e Isolated driver, prevents electric shock LED Gimbal Light
e PF >0.90 Cutout
o Wet location s
e IC rated, safe to be in direct contact with insulation !
e cETL approved i
e No flicker 881095 mm
o Airtight
: 4" R d
o FT4 wire LED Gimbal Light
e Triac dimmable subject to proper dimmer
o Life time >50,000 hrs afow
e 5years warranty F
]
425in
105 to 114 mm

26



Recessed LED Slim Panels

Product Code Input Voltage Power Lumen CRI Beam Angle Color Temp Body color Size
CL-DS-36-3CCT-WH 110-130 VAC 6W  650im >85 120° ﬁ&&%ggﬁtg‘gg& White 3inch
CL-DS-49-3CCT-WH 110-130 VAC 9W  950im >85  120° ot adustable White 4inch

5CCT Adjustable

CL-DS-36-5CCT-WH  90-130 VAC 6W  550lm >85 120° 2700K-3000K-3500K-4000K-5000K White 3inch

5CCT Adjustable
2700K-3000K-3500K-4000K-5000K

5CCT Adjustable Black 3inch
2700K-3000K-3500K-4000K-5000K B'ac Inc

-DS-49- a R ° 5CCT Adjustable :
CL-DS-49-5CCT-BL  90-130 VAC  9W  800Im =>85 120 2700K-3000K-3500K.4000K-5000K Black 4inch

CL-DS-49-5CCT-WH 90-130 VAC 9w  800im >85 120° White 4inch

CL-DS-36-5CCT-BL  90-130 VAC  6W  550Im >85 120°

e Low-profile durable aluminum body 3" Recessed =

e Isolated driver, prevents electric shock LED Slim Panel o ,

 PF >0.90 44 cut Out
e Available in damp and wet location 35 [

o |C rated, safe to be in direct contact with insulation el

o cETL approved 1270 min 7500 mm  78ts83mm
e No flicker s

e Airtight 4” Recessed nsis_m'm

o FT4 wire LED Slim Panel -

e Triac dimmable subject to proper dimmer cutout

Wi QO°LEL
ul 00's

o Life time >50,000 hrs By =::‘»
¢ 5years Warranty l_‘l:).l.p'l in 413 in 4.2=5in
1041 mm  105.00 mm 105 to 114 mm

27



Recessed LED Slim Panels With Night Light

canoqlight

Canadian Brightness

Product Code Input Voltage Power Lumen CRI Beam Angle Color Temperature Body color Size

CL-DSNL49-5CCT-WH 110-130VAC  9+2W 800lm >85 120° SCCT Adjustable White  4inch
2700K-3000K-3500K-4000K-5000K

CL-DSNL-49-5CCT-BL  110-130 VAC ~ 9+2W 800im >85 120° 5CCT Adjustable Black  4inch

2700K-3000K-3500K~4000K-5000K

@ Dual mode downlight with 2200K night light
® Toggle ON/OFF in less than 2 seconds to switch between downlight mode and night light mode
@ Isolated driver, prevents electric shock

® PF > 0.90

@ Available in damp and wet location

® IC rated, safe to be in direct contact with insulation
@® cETL approved

@ NO flicker
o e [\
@ Airtight ol g Cut Out
® FT4 wire 3 e 225
@ Triac dimmable subject to proper dimmer g . r
e s =
@ Life time >50,000 hrs AR 413in 425in
@ 5 years warranty 1235mm 10500 mm 105to 114 mm

28



LED Panels

- =

Product Code Input Voltage Power Lumen Color Temperature CRI Panel Size Beam Angle

-PL-1x4-36- - 3CCT Adjustable o
CL-PL-1x4-36-3CCT 120-347 VAC ~ 36W  4500im . oo’ (K00 >80 1%4 ft 120

-PL-2x2-36- - 3CCT Adjustable o
CL-PL-2x2-36-3CCT 120-347 VAC ~ 36W  4500im - Jo’ (CIUStabe >80 2x2 ft 120
CL-PL-2x4-45-3CCT 120-347 VAC ~ 45W  6000Im 3CCT Adjustable >80 2x4 ft 120°

3500K-4000K-5000K
4ft (121.30 cm)

e Galvanized Steel housing

e PMMA lens,No-yellowish outlook

° Dlmrriable 0-10V 1 63inch
o No flicker ) - (4.16 cm) 2ft (60.30 cm) 4ft (121.30 cm) ,
e Backlit,uniform light and longer life time L x
e cUL and DLC approved
e PF >0.90

e Life time >50,000 hrs
® 5years warranty

1ft
(30.30 cm)

(60.30 cm)
2ft (60.30 cm)

2ft

N
(1=}



Mini LED Spot Light

cano‘light
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Product Code Input Voltage Power Lumen  Color Temperature Beam Angle Body color
CL-DL02-2.5-24-3K-WH 24VDC 2.5W 175Im 3000K 30° White
CL-DL02-2.5-24-4K-WH 24VDC 2.5W 175Im 4000K 30° White
CL-DL02-2.5-24-3K-SL 24VDC 2.5W 175Im 3000K 30° Silver
CL-DL02-2.5-24-4K-SL 24VDC 2.5W 175Im 4000K 30° Silver

Aluminum body

CRI >80

Triac Dimmable

Life time > 30,000 hrs
3years warranty

30



LED Puck Light

Product Code Input Voltage Power Lumen Color Temperature Beam Angle Body color
_ 294 3 3CCT Adjustable o .
CL-Puck300C-324-3CCT-WH 24VDC 3w 210Im 3000K-4000K-5000K 120 White
- -324- a 3CCT Adjustable °
CL-Puck300C-324-3CCT-BL 24VDC 3w 210Im 3000K-4000K-5000K 120 Black
CL-Puck300C-324-3CCT-SN  24VDC 3w 210m  3GCT Adjustable 120° Satin Nickel

3000K-4000K-5000K

e Instaiiation can be both surface mounted or recessed
e Aluminum body with polystyrene diffuser

e CRI >80

e Triac Dimmable

o Life time >30,000 hrs

e 3years warranty

31
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